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Item NO. Description QTY Item NO. Description QTY

1 Left Upright 1 22 Tube Plug φ48 8

2 Right Upright 1 23 Rubber Bumper 2

3 Rear Connection Frame 1 24 Rubber Foot 4

4 Upper Connection Frame 1 25  6

5 Left Bar Support 1 26 Tube Plug RT50*100 2

6 Right Bar Support 1 27 Plastic Bushing Φ31.8*Φ44.5*20 4

7 Guide Rod Housing 2 28 Bushing φ31*φ25.4*φ19*20 4

8 Safety Hanger,Guide 2 29 External Circlips 4

9 Safety Catch,Guide 2 30 External Circlips 2

10 Counter Weight Asemmbly 2 31 Circlip For Hole 4

10.1 Counter Weight 1 32 Linear Bearing φ30 4

10.2 Roller Fixed Frame 1 33 Needle Bearing φ35 2

10.3 Roller 6 34 Needle Bearing φ25 2

10.4 Roller Fixed Frame 1 35 Hex Head Bolt M12*35 6

10.5 Cross Recessed Pan Head Screw M5*25 6 36 Hex Head Bolt M10*70 4

10.6 Nylon Nut M5 6 37 Hex Head Bolt M10*30 4

10.7 Button Head Cap Screw M8*20 6 38 Hex Head Bolt M10*115    2

10.8 Flat Washer φ9*φ16*1.6 6 39 Button Head Cap Screw M10*25 10

11 Weight Peg 6 40 Button Head Cap Screw M10*20 8

12 Cable 2 41 Flat Head Cap Screw M10*45 2

13 Guide Rod 2 42 Socket Head Cap Screw M4*15 2

14 Olympic Bar 1 43 Socket Set Screw M8*10 4

15 Rack Plate 2 44 Acorn Nut M12 2

51 45 Nylon Lock Nut M10

17 Limit Axis 4 46 Flat Washer φ11*φ30*2 8

18 Rubber Bumper 4 47 Flat Washer φ13*φ24*2 8

19 Plastic Cap φ25 2 48 Flat Washer φ11*φ20*2 38

20 Plastic Cap φ25 2 49 Spring Washer φ12 6

21 Pulley 4.5" 2 50 Spring Washer φ10 14

Rubber Bumper

12Hex Head Cap Screw M10*120 6
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STEP 1

  
 

1 Left Upright 1 37 Hex Head Bolt M10*30 4

2 Right Upright 1 39 Button Head Cap Screw M10*25 10

3 Rear Connection Frame 1 48 Flat Washer φ11*φ20*2 26

4 Upper Connection Frame 1 50 Spring Washer φ10 14

15 Rack Plate 2 45 6Nylon Lock Nut M10
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STEP 2

5 Left Bar Support 1 22 Tube Plug φ48 2

6 Right Bar Support 1 35 Hex Head Bolt M12*35 6

7 Guide Rod Housing 2 36 Hex Head Bolt M10*70 4

8 Safety Hanger,Guide 2 45 Nylon Lock Nut M10 4

11 Weight Peg 6 47 Flat Washer φ13*φ24*2 6

13 Guide Rod 2 48 Flat Washer φ11*φ20*2 8

14 Olympic Bar 1 49 Spring Washer φ12 6

18 Rubber Bumper 4

Note: the linear bearing should be concentric w ith the guide 

rod to prevent damage to the linear bearing.
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STEP 3

10 Counter Weight Asemmbly 2 38 Button Head Cap Screw M10* 2

12 Cable 2 45 Nylon Lock Nut M10 2

21 Pulley 4.5" 2 47 Flat Washer φ13*φ24*2
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